
Enara(MVC-140)

The compactest hands free 4" monitor with 
2-wire technology of the market

The 2-wire monitor family of Alcad grows. The compact 
size makes the model MVC-140 Enara the perfect 
monitor for telephone replacement where space is limi-
ted. Its new neutral and minimalist design combines 
perfectly with any type of decoration in your home, 
from the most classic to the most vanguard.

The modern capacitive technology used for the touch buttons ensures a reliable and long-las-
ting operation, and as there are no electrical contacts or moving parts, the accumulation of dirt 
that affects the operation of traditional push-buttons is avoided.

Compatible with all of Alcad's 2-wire 
technology ranges: iBlack, Line 201, 
iVandal.

Configuration with tap-offs or in casca-
de, since it has an integrated tap-off.

Door opening.

Auxiliary button for a second door.

"Do not disturb" function.

Easy installation thanks to the plug-in 
terminals it has.
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Download the user manual, installation, data 
sheet and other additional info by scanning 
the QR on the front.

120mm

168mm

22mm

In www.alcadelectronics.com enter the desired Model in the search 
engine to find more information.

CODE
MODEL

System

Screen

On-screen menu

Communication

Call volume regulation

Buttons

Buttons for auxiliary functions

Capture images

Magnetic loop

Imput Voltage Through the 2-wire BUS (12 ... 18Vdc)

consumption (mA)

Work temperature

Connections

Integrated load and bypass

Installation

Proportions

Yes

Free hands

"Do not disturb."; "Medium"; "High"

+5… +55 ºC

Pluggable terminals

Yes, configurable by micro-switches

Surface mount

120mm X 168mm X 22mm

4 touch buttons

1

TFT Colour 4”

No

No

2 wires
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25mA (rest) | 360mA (active)


